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Modulaire 8 Stereo Receiver System 
(120-1487) Features 

STEREO HEADPHONE RECEPTACLE 

The stereo headphone receptacle located on the front panel will accept any 
stereo headphone with any impedance rating. When headphones are con- 
nected, the speakers are automatically shut off. 

FM ANTENNA. 

The Modulaire 8 comes equipped with a line cord antenna. This antenna will 
suffice for all but the most difficult locations. In order to optimize the 
effectiveness of your line cord antenna, be sure that the power cord is 
stretched out to its full length. If desired reception is not achieved 
with the line cord antenna, a folded dipole such as the Realistic FM dipole 
Cat. No. 42-2385 may be used. If this does not satisfy your needs, an 
outdoor antenna may be used-check with your Radio Shack dealer for advice 
as to the proper antenna for your location. As shipped from the factory, 
the line cord antenna is connected to one of the FM antenna terminals. To 
connect an external FM antenna, disconnect this lead and cover same with 
tape . 

AM ANTENNA. 

The AM section of this receiver is equipped with a ferrite loopstick 
mounted on the chassis. This type of antenna is designed for reception of 
local and semi-distant stations. When the receiver is located a great 
distance from broadcast stations, an external antenna consisting of a piece 
of wire fifteen feet or longer will sometimes give better reception. It 
should be connected to the binding post terminal marked AM. However, where 
a neighborhood contains many man-made electrical noises, such as from neon 
signs, fluorescent lights, motors, etc., the external antenna may pick up 
more local noises than additional signal. 

8-TRACK STEREO TAPE DECK. 

The Modulaire 8 features a built-in high fidelity 8-track cartridge tape 
player. This player features continuous play without the need to push 
buttons or handle the cartridge. 

To operate the tape player, just plug the cartridge (8-track type only) 
into the tape slot. The tape player will turn on and run automatically. 

If the FUNCTION SELECTOR is in the stereo-8 tape position, the tape will 
play through the system. 



Whenever the tape player motor is running, a track indicator light will be 
on if the FUNCTION SELECTOR is in the STEREO-8 TAPE position. To protect 
the idler wheel, the player motor will run whenever a cartridge is in the 
player. However, if the power switch is placed in the "OFF" position, and 
a cartridge is left inserted in the tape slot, your cartridge may develop a 
flat spot on the idler wheel causing distortion when your tape is playing. 

The 8-track cartridge actually has 4 pairs of stereo tracks. The player 
will automatically switch to a new stereo track after each track's program 
is ended. The track indicator lights indicate which track is playing. 

Since the cartridge is continuous play, when track 4 is finished, the 
player will automatically switch back to track 1. The PROGRAM SELECTOR 
button allows instant track change if so desired. 



Modulaire 8 Stereo Receiver System 

(120-1487) Installation Faxback Doc. # 18733 

VENTILATION 

The output transistors of the Modulaire 8 are operated conservatively for 
maximum frequency response, low heat dissipation and long life. It is 
therefore not essential to observe special precautions when installing the 
control center. Merely allow two to three inches behind the control 
center when installing into a closet or bookshelf. 

POWER REQUIREMENTS 

Connect the AC line cord into any outlet furnishing 117 volts 60 cycles 
AC current. 

SPEAKER CONNECTIONS 

For your convenience, we have provided RCA plug-type connectors on the 
rear panel for quick, trouble-free speaker connections. To connect your 
speakers, simply plug them into the receptacles marked speakers. Two 
prepared speaker cables are supplied with your REALISTIC system with a 
phono plug connector at each end for this simple plug-in connection to 
your unit. (Please refer to the diagrams supplied in this instruction 
manual which indicate the exact location of these speaker connection 
receptacles . ) 

CONNECTING THE SPEAKERS FOR STEREO 
OPERATION 

1. Plug one end of the speaker cable into the receptacle on the rear of 
your left speaker. (This is the speaker on the left as you face the 
speakers . ) 

2. Plug the other end of the speaker cable into the LEFT speaker 
receptacle on the rear of the system. 

3. Similarly, connect the other speaker cable to your right speaker. 

4. Attach the other end of the speaker cable to the receptacle marked 
RIGHT on the rear of the system. 


5. 


Your music system is now connected for stereo operation. 



NOTE: The speaker cables may be dressed in any convenient location; 

however, should you staple wires in place, take care not to drive 
the staples through the center of the wire, for this may short out 
the cable and will decrease the overall volume or short out the 
speakers entirely. 
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Modulaire 8 Stereo Receiver System 
(120-1487) Operation 

Every control on the Stereo Music Center serves a specific, useful function 
and is important for its proper operation. 

We recommend that you read the following section carefully, so you may take 
full advantage of the performance capabilities of your system. 

BALANCE CONTROL. 

The BALANCE CONTROL is used to adjust the sound level of each channel with 
relation to each other. 

The nature of stereophonic reproduction is such that it requires two 
identical channels to obtain the optimum stereo effect. As there may be 
slight differences between the location of two speakers; output of tape 
heads, cartridges, etc., the balance control permits re-balancing of the 
overall system even in extreme cases where imbalance exists. 

This unique control permits you to obtain perfect system balance regardless 
of speaker placement, room acoustics, or listener location. It no longer 
becomes necessary to sit directly in the exact center path of the speakers 
for perfect stereo. The balance control offers complete flexibility and 
may be set anywhere within its range of rotation to attain system balance. 

VOLUME CONTROL. 

The VOLUME CONTROL is used to adjust the volume level of any program 
material fed into the stereo system. The control varies both channels 
simultaneously, therefore eliminating the necessity of balancing your 
system each time you change the volume level. 

BASS AND TREBLE CONTROLS. 

The BASS and TREBLE tone controls on your control center provide the full 
rage of tonal adjustment necessary for stereo high fidelity listening. The 
tone control range is considerable and can adequately adjust the low and 
high frequencies in accordance with your listening preference, speaker 
characteristics and room acoustics. 

FUNCTION SELECTOR SWITCH. 

1. AM: In this position, all LAM broadcasts are reproduced 

by your system. 



Selects the FM section of your system. In this 
position, you can listen to stereophonic broadcasts 
monophonically while monophonic broadcasts will 
appear unchanged. 

This is the normal listening position for all mono- 
phonic or stereophonic FM broadcasts. In this 
position, the stereo indicator and automatic switch- 
ing circuit built into your receiver are operative. 
For further details, see the paragraphs on "STEREO 
INDICATOR" and "SELECTING MONOPHONIC OR STEREO FM 
BROADCASTS" . 

4. PHONO/AUX: Selects your record player for stereophonic operation 

or an external source such as a reel-to-reel or 
cassette tape deck for playback. 

5. STEREO-8 TAPE: Selects STEREO-8 built-in cartridge player. 

AFC. 

When this switch is depressed, the AFC circuitry is activated thereby 
locking the FM signal. This control should be IN to facilitate tuning. 
When tuning to a weak station adjacent to a strong one, the "AFC" switch 
should be in the OUT position. 

TUNING. 

The tuning knob is located on the front panel of your music system. This 
knob is used to select the desired station when the FUNCTION SELECTOR is 
placed in the FM, FM STEREO or AM position. 

STEREO INDICATOR. 

A stereo indicator light is located directly behind the dial glass and 
illuminates when you are tuned to an FM stereo broadcast. 

DIAL SCALE. 

Vernier tuning has been incorporated in your music center for precise and 
accurate tuning. To select a station, simply rotate the tuning knob until 
the dial pointer indicates the number which corresponds to the desired 
station . 


2 . FM: 


3. FM: 
STEREO 


SELECTING MONOPHONIC OR STEREO FM BROADCASTS. 



Under normal conditions for all FM broadcasts, the Function Selector 
switch should be placed in the FM Stereo position. 

Your system is equipped with a stereo sensing circuit which can 
automatically determine if your unit is receiving monophonic or 
stereophonic broadcasts and automatically adjust the mode of operation. If 
the station is transmitting stereo, your receiver will automatically switch 
in the multiplex section, and you will hear the broadcast in full stereo. 
Should the station conclude broadcasting in stereo, your receiver will 
automatically switch back to monophonic reception. 

Should you receive a weak stereo signal whose quality has been degraded by 
noise or poor signal conditions, and you wish to listen to this stereo 
broadcast monophonically, place the FUNCTION SELECTOR in the FM position. 

RECORD CHANGER. 

Your Modulaire 8 has been designed to accept a stereo record changer which 
utilizes a ceramic cartridge such as Realistic 44 Cat. #42-2596. 

TAPE INPUT. 

In order to play an external source such as reel-to-reel tape deck, T.V., 
etc., connect the output of the source into the TAPE-IN jacks on the rear 
panel of your Modulaire 8. Place the FUNCTION SELECTOR switch in the 
PHONO /AUX position. 

TAPE RECORDING. 

The 2 jacks marked REC . OUT may be used for permanent connection to the 
aux . or radio inputs of an external tape recorder. Any program selected 
by the FUNCTION SELECTOR is available at the REC. OUT jacks and is not 
affected by the VOLUME and TONE controls. 
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Modulaire 8 Stereo Receiver System 
(120-1487) Warranty Information 

Your Realistic Modulaire 8 combines superb styling, component quality 
performance and versatility never before achieved in a single stereo 
component . 

The Modulaire 8 is equipped with an 8-track stereo tape deck, a powerful 
wide-band stereo amplifier, and a superb stereo FM/AM tuner for high 
fidelity reception of radio broadcasts. Because cool-operating output 
transistors are used, your Modulaire 8 may be placed virtually anywhere 
without the need for special installation precautions. 

We urge you to read this instruction manual carefully before installing and 
operating your Modulaire 8. This manual outlines proper installation and 
operation in simple, clear and non-technical language, which if followed, 
will surely result in many rewarding years of listening pleasure. 

WARRANTY AND SERVICE 

Your REALISTIC Modulaire 8 is warranted to be free from defects in 
materials and workmanship for a period of 90 days from date of purchase. 

To assure your rights under this warranty, be certain to mail the enclosed 
Warranty Registration Card within 10 days of your purchase. 

Your Warranty may be voided for any of the following reasons: 

1. Damage in transit due to inadequate packing for shipment or shipment by 
any carrier other than prepaid REA Express. DO NOT SHIP BY PARCEL 
POST. 

2. Abuse in handling or repair by unqualified persons. 

3. Short-circuiting of the speaker output terminals. 

To obtain service under the warranty, contact the store from which you 
purchased your system, giving Model Number and Serial Number and a 
description of the fault in operation. If your receiver was purchased by 
mail, send this information instead to: 

Service Department 
Radio Shack 
2615 West 7th Street 
Fort Worth, Texas 76107 



Instructions for obtaining warranty service will be sent to you. If 
factory service is judged necessary, a letter authorizing you to send 
receiver for repair will be sent to you, together with shipping 
instructions. DO NOT SHIP YOUR RECEIVER WITHOUT FIRST OBTAINING WRITTEN 
AUTHORIZATION from Radio Shack. 

If service is required after the free warranty service period has expired, 
follow same procedure as above for warranty service. Fair charges will be 
made for factory service by skilled personnel using original parts. 

(br/SP-12/28/95) 

LN-03/04 



